TOP VIEW HOLE DIA. gTY. APPLICATION
A 0.625 4 FLOOR MOUNTING
9| 1313 4| ER Uin CABLE (8OTH SIDES)
C | 313 > PRE-FAB CONDUIT KNOCKOUT

FOR 1in CABLE (RIGHT SIDE>

STANDARD PRE-FAB CONDUIT KNOCKOUTS ARE SHOWN. IF
””””””””” ADDITIONAL CONBUIT ENTRANCES ARE REBUIRED BY USER,

’ C ENCLOSURE SHOULD BE FIELD-MODIFIED BY INSTALLER.
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1) DETAIL VIEW OF INSTRUMENT PANEL IS
FEATURED ON DRAWING JEO2B0-XX.
9.00 41.00
2) BATTERY CHARGER SHIPPING WEIGHT:
- 4.50 APPROXIMATELY (315-750) Ibs.
“’C “’C 3) ENCLOSURE IS A NEMA-1 TYPE CABINET
0 i WITHOUT GASKETS.
13.00 4) ALLOW 12in (30Smm) OF FREE AIR IN FRONT
e AND ON TOP OF CABINET FOR VENTILATION.
| j_4-00 | | S) TOP CONDUIT ENTRANCE IS NOT POSSIBLE
I'a Al f I'a Al WITH THIS CABINET.
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