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NOTES: No. | FROM | TO |GA| COLOR
1. THIS DRAWING DEPICTS A NEMA TYPE 4 / IP66 CABINET, 196 | TB7-L1 | Fo-l | 14 ] BLACK

HOUSING A STANDARD NEMA-1 ATevo SERIES BATTERY 197 F5-2 S4-1 | 14 | BLACK

CHARGER. SEE JE5309-00 (1PH) OR JE5331-00 (3PH) FOR 198 | 542 Bl-1 | 14 | BLACK

INTERNAL STYLE-5070 ENCLOSURE DIMENSIONS. 199 BI-2 | TB7-N | 14 | BLACK

200 |187-GND| SEASIS | 12 | GRN/YEL

2. TB7 3-POS FAN EXTERNAL POWER TERMINAL BLOCK

BARRIER TYPE, 6-32 BINDER HEAD SCREW TERMINAL, WILL

ACCOMMODATE LUGS FOR #22-14 AWG WIRE. REV]DRN BY| CHK BY| APP BY| DATE DRNBY |DATE:

1/6/203 | & | 1/4/2023

3. VENTING FAN (B1) IS INTERMITTENT, ACTIVATED BY DESCRIPTION CHKBY |DATE:

THERMAL SWITCH (54), WHICH CLOSES ON RISE AT85 °F /| Inifial Release PR | 1/6/2023 L

29.4 °C, AND IS SELF-RESETTING. M| 1/11/2023 ATevo SERIES
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DEC. +.015, ang +.25°
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